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TTL无线引闪器
TTL Wireless Flash Trigger

705-X2TS00-00 Made In China

地址/Add: 深圳市宝安区福海街道塘尾社区耀川工业区厂房2栋1层至4层、4栋1层至4层

1st to 4th Floor, Building 2/ 1st to 4th Floor, Building 4, Yaochuan Industrial Zone, Tangwei 

Community, Fuhai Street, Bao’an District, Shenzhen 518103, China

电话/Tel: +86-755-29609320(8062)     传真/Fax: +86-755-25723423

邮箱/E-mail: godox@godox.com         www.godox.com

深圳市神牛摄影器材有限公司
GODOX Photo Equipment Co., Ltd.
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  Installing Batteries
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  Power Switch

  Automatically Enter Power Saving Mode

  Power Switch of AF Assist Beam 

  Channel Settings

  Wireless ID Settings

  Mode Settings

  Output Value Settings

  Flash Exposure Compensation Settings

  Multi Flash Settings (Output Value, Times 

      and Frequency)

  Modeling Lamp Settings

  ZOOM Value Settings

  Shutter Sync Settings

  Buzz Settings

   Sync Socket Settings  

   SHOOT Function Settings

   C.Fn: Setting Custom Functions

Using the Flash Trigger

  As a Wireless Camera Flash Trigger 

  As a Wireless Outdoor Flash Trigger

  As a Wireless Original Flash Trigger 

  As a Wireless Studio Flash Trigger   

  As a Wireless Shutter Release Trigger 

  As a Flash Trigger 

       with 3.5mm Sync Cord Jack

Connect to Smartphone through Bluetooth

Compatible Smartphone Models

Compatible Flash Models

Compatible Camera Models

Technical Data

Restore Factory Settings

Firmware Upgrade

Attentions

Caring for Flash Trigger

Contents Foreword

Thanks for your purchase of this X2T-S wireless flash trigger.

This wireless flash trigger is suitable for using Sony cameras to control Godox flashes 

with X system e.g. camera flash, outdoor flash, and studio flash. It can also control 

Sony original speedlites with the coordination of X1R-S receiver. Featuring multi-

channel triggering, stable signal transmission, and sensitive reaction, it gives 

photographers unparalleled flexibility and control over their strobist setups. The flash 

trigger applies to hotshoe-mounted Sony series cameras, as well as the cameras 

which have PC sync sockets.

With X2T-S wireless flash trigger, high speed synchronization is available for most of 

camera flashes in the market which support TTL. The max flash synchronization 

speed is up to 1/8000s *. 

*: 1/8000s is achievable when the camera has a max camera shutter speed of 1/8000s. 
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