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FOREWORD

Thanks for choosing Quicker D series studio flashes. It is a durable and high-

performance strobe with complete functions to help professional photographers 

create various lighting effects. This product is suited for wedding, advertisement, 

portrait, and fashion photography. The perfect light source and A MUST in studios 

and photo workshops! Among the benefits you will enjoy:
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FOR YOUR SAFETY

To prevent damage to the product or injury to you or to others, read the following 

safety precautions in their entirety before using the equipment. Keep these safety 

instructions where users can read them for reference.

Do not disassemble or modify

There are high-voltage components inside the unit. Failure to observe this precaution 

could result in electric shock or product malfunction. Should the product break open as 

the result of a fall or other accident, send the defective back to authorized service 

centers for inspection and maintenance.

Keep dry

Do not handle with wet hands or immerse in or expose to water or rain. Failure to 

observe this precaution could result in fire or electric shock.

Keep out of reach of children

This device contains small parts that may pose a choking hazard. Consult a physician 

immediately if a child swallows any part of this device.

Do not expose to high temperature

Do not leave the device in areas subject to extremely high temperature. Failure to 

observe this precaution could result in fire or damage to the housing or internal parts.

CAUTION

After 30 continuous shots at full power, the flash should be cooled down for about 3 

minutes. Overheating will occur if it is used continuously without cooling down.

Do not use the modeling lamp for a long time. Otherwise flammable accessories such 

as softbox mounted on the flash head will get burnt. The flash can be used 

continuously at full power for 10 minutes, and then it should be cooled down for one 

minute.

When using a snoot, do not keep the modeling lamp on for a long time or fire over-

frequent flashlight (not over six times in one minute). Overheating will result in 

damages for strobe housing and studio light.

Do not touch the lamp cap when the flash or modeling lamp is working, as it will give 

out heat, leading to high surface temperature.

Do not touch two terminals of the tube outlet as there is high voltage inside. Wear 

insulated gloves when replacing the tube or modeling lamp.

Avoid sudden impacts as this can damage the flash tube and/or modeling lamp.

Do not flash directly towards naked eyes (especially those of babies), otherwise it may 

lead to visual impairment.

Disconnect from the power supply when it is not in use.
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Precise output control on LED display, 30 steps from 5.0-8.0 by 0.1 increment;

High-qualified modeling lamp, 150W output adjustable;

Outstanding output stability, a tolerance of  2% under the same output;

Anti-preflash function, enables synchronization with cameras having a one-preflash firing 

system;

Automatic power discharge when the flash output is adjusted from high to low;

Adjusted parameters intelligently remembered after 3s and automatically recovered after 

a restart.

Flash output on/off and power level,modeling lamp and buzzer on/off,and flash triggering 

can be controlled by using Godox FT series romote control.
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