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X2T-C Firmware Release Note

1. Please update the firmware with Godox firmware update software G3. G3 can be downloaded
on the official website.

2. How to check the version: turn on the X2T-C, and press the “MENU” button to enter menu
settings. The screen will display the firmware version (e.g. Version 1.1: V1.1) in the top
right-hand corner.

3. Version Instructions:

Version What’s New Date
V1.4 1. To match the update of Godox flash APP. 2022-06-30
V1.3 1. To add the support for R5 camera (R5 camera | 2021-02-14

firmware should be upgraded to V1.50)

V1.2 1. To add the support for 90D camera. 2020-11-07
2. In APP mode, the phone controls X2T-C, and the
modified parameters will be sent to the receiving end.

3. When restoring the factory settings, the Bluetooth

password is reset to the initial value (“000000”).

V1.1 1. To solve the problem with cameras like 1Dx and 1DxIl | 2019-10-22
that the shutter would occasionally jump back to low
speed in HSS mode when shooting continuously.

2. To solve the problem with EOS R cameras that ISO is
set to auto and jumped back to I1SO100.

3. Double click the group button, you can quickly turn
on and turn off the corresponding group.

V1.0 The original version

Note: For more details, please download the newest instruction manual on the official website:

www.godox.com.
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